
Installation & Assembly

1. Screw in the FIXTURE SCREWS (5) to the MOUNTING BRACKET (3).

2. Pull the power supply wires out from the OUTLET BOX (1) and mount the MOUNTING BRACKET (3) to the OUTLET BOX (1), Using 
MOUNTING SCREWS (2).

3. Attach the power supply wires to the fixture lead wires by connecting BLACK to BLACK, WHITE to WHITE, Attach the POWER SUPPLY 
GROUND WIRE from the OUTLET BOX and the FIXTURE GROUND WIRE by using WIRE NUTS (4).

4. After wires are connected, tuck them carefully inside the outlet box.

5. Place BACK PLATE (6) over the OUTLET BOX, and make sure FIXTURE SCREWS (5) feed through the two holes on the canopy. Thread 
two CAP NUTS (7) onto the FIXTURE SCREWS (5), tighten them until BACK PLATE (6) is securely mounted.

6. After installing the fixture, restore power at the circuit breaker and turn light switch on to activate this fixture. (Max 60w bulb)

Care and maintenance – Use dry and clean cloth to wipe the surface of the fixture
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WARNINGS & CAUTIONS: Risk of fire or electric shock. Turn off the power at fuse or circuit breaker box before installation and maintenance to avoid electric shock. 
Before installation thoroughly review enclosed installation manual. Use for 120 Volt fused circuits, ALL ELECTRICAL CONNECTIONS MUST BE IN ACCORDANCE WITH 
LOCAL AND NATIONAL ELECTRICAL CODE (N.E.C) STANDARDS. If you are unfamiliar with proper electrical wiring connections, obtain the services of a qualified 
electrician. All fixtures should be mounted to a grounded junction box. Do not attempt to open the fixture housing. There are no serviceable parts inside. Do not use near 
or around flammable/combustible materials or liquids. Connecting to a different power source may create a hazard and will void the warranty. Suitable for Dry location 
only. Wall mount only.

WALL CANOPY ANTIQUE BRASS FIXTURE | 07036-SU

POUR EMPLACEMENTS SECS SEULEMENT, INSTALLATION MURALE SEULEMENT.
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1. OUTLET BOX (EXCLUDED)

2. MOUNTING SCREW
3. MOUNTING BRACKET
4. WIRE NUT
5. FIXTURE SCREW
6. BACK PLATE
7. CAP NUT

Remove the fixture and hardware from the box and make sure that no parts are missing by referencing the illustrations on the 
installation instructions.
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