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Sunlite 81227 LED Cage Raindrop Wall
Sconce Light Fixture, 12 Watts, 500
Lumens, Color Selectable 30K/40K/50K,
Dimmable, 120V, ETL Listed, Oil Rubbed
Bronze, For Patios, Garage & Entryway
Use
Seedy

DESCRIPTION:
Sunlite’s LED Cage Raindrop Wall Sconce Fixture is a great
addition to add elegance to any outdoor environment. This
dimmable fixture uses only 12 watts of electricity while
producing a rendering 80 CRI. When installing these fixtures,
you can choose the color temperature between 3000K Warm
White, 4000K Cool White or 5000K Daylight within the fixture
depending on your preferences. This fixture provides a high
500 lumen output. The integrated extended life LED
technology offers 50,000 hours of maintenance-free service.
The seamless dimming feature allows you to lower the
brightness of your lights (10%-100%) Forward Phase (Triac or
Incandescent) to fit any mood or décor. ETL Listed for wet
location installation. Ideal for Patios, Garage, Entryways,
Balconies, and more. Fixture Dimension: 4.75” W x 14” H x
4.5” D.

FEATURES:
§ UNIQUE DESIGN – Contemporary oil-rubbed bronze

aluminum frame holds a unique cylinder raindrop clear
raindrop glass. Illuminates down lighting to make any
exterior wall shine with hidden LEDs refracting through the
shimmering in the glass, creating a brilliant decorative
effect. Designed for residential or commercial installations.

§ COLOR SELECTABLE - This dimmable fixture uses only
12 watts of electricity while producing 80 CRI. When
installing these fixtures, you can choose the color
temperature between 3000K Warm White, 4000K Cool
White or 5000K Daylight within the fixture depending on
your preferences.

§ EASY TO INSTALL – This fixture is a great addition to any
exterior wall in your house thanks to its distinctive style and
simplicity of installing it in any outlet box. Mounting
hardware and installation instructions included. This fixture
provides a high 500 lumen output. The integrated extended
life LED technology offers 50,000 hours of maintenance-
free service.

§ DIMMABLE - The seamless dimming feature allows you to
lower the brightness of your lights (10%-100%) Forward
Phase (Triac or Incandescent) to fit any mood or décor.

§ ETL LISTED - ETL Listed for wet location installation. Ideal
for Patios, Garage, Entryways, Balconies, and more.
Fixture Dimension: 4.75” W x 14” H x 4.5” D.
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SPECIFICATIONS:

General Characteristics
Average Rated Hours 50000
Finish Oil Rubbed Bronze
Average Life Span Years 46
Dimmable Yes
Dimming Type Forward Phase (Triac or

Incandescent)
Dimming Percentage 10-100%
Material Aluminum
Lens Material Glass
Lens Finish Clear Seedy
Application Outdoor

Electrical Characteristics
Watts 12
Volts 120
LED Chip Manufacturer Bubble Glass, Open Cage
Power Factor 0.9
Temperature -4°F - 104°F

Light Characteristics
Lumens Brightness 500
Color Rendering Index CRI 80
Emitted Color CCT Selectable
Color Temperature Kelvin 30K/40K/50K

Fixture Characteristics
Shape Rectangle
Number of Lights 1
Mounting Wall
Fixture Technology LED
Use Location Outdoor

Additional Features
Safety Rating Mark ETL Listed - Wet Location
Safety Rated For Canada Yes
Safety Rated For USA Yes

Product Dimensions
Size 4"
Item Dimension (in) (W) 4.75 (H) 13.85 (D) 4.5
Package Dimension (in) (W) 6.7 (H) 6.7 (D) 16.5
Package Weight (lb) 6.500
Canopy Width (in) 4.75
Canopy Height (in) 4.75

Product Data
Case Unit Rate 4
Item UPC 653703812274
Warranty Years 5
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