
Assembly Instructions

Step 1 – Preparing for installation.
A. Disconnect electrical power at fuse or circuit breaker box before installing or
servicing any part of this fixture.
B. Remove fixture from carton; remove components from hardware kit.
C. Remove the mounting bracket (4) from the fixture (1).

For 3.5” J-box
D. Install mounting bracket (4) to junction box (not provided) by tighten two
screws(2) to secure it.

For 4” J-box
D. Install mounting bracket (4) to sheet plate(5) by tighten two screws(6).
E. Install mounting bracket (4) and sheet plate(5) to junction box (not provided) by
tighten two screws(2) to secure them.

Wiring-all wiring must take place inside junction box (not included).

Step 2 – Wiring fixture.
A. Make all wire connections to appropriate wire. Secure with wire nuts (provided).
B. Connect the bare wire from the fixture and the supply power source ground
wire.
C. Connect the black wire from the fixture to the black (L) wire from supply power
source.

Step 3 – Mounting.
A.Install fixture (1) to mounting bracket (4) by tighten two screws (3) on top and
bottom to secure it.
B. After mounting the fixture, caulk the suface between the fixture back and the
mounting surface.

Step 4 – Restore power at fuse or circuit breaker box.
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LED CUBE OUTDOOR FIXTURE  | 81293-SU LFX/CUBE/S/9W/30K/ORB 81296-SU LFX/CUBE/S/9W/30K/BK 81297-SU LFX/CUBE/S/9W/50K/BK     
81298-SU LFX/CUBE/UD/18W/30K/BK 81299-SU LFX/CUBE/UD/18W/30K/BK

WARNINGS & CAUTIONS: Risk of fire or electric shock, avoid fire or electric shock. Turn off the power at fuse or circuit breaker box before installation and maintenance to 
avoid electric shock. Before installation thoroughly review encolsed installation manual.  Use only on 120 Volt fused circuits,This product must be installed in accordance 
with the applicable installation code by a person familiar with the construction and operation of the product and the hazards involved. If you do not have sufficient 
electrical wiring experience, please consult a qualified electrician. Consult a qualified electrician to ensure correct branch circuit conductor. Do not make or alter any open 
holes in an enclosure of wiring or electrical components during installation.  If the product is damaged, do not attempt installation and do not use. Not for emergency 
lighting. Operating temperature -20°C - 45°C(-4°F - 113°F). Suitable for wet locations.
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1. Turn power OFF from the electrical panel before starting installation.
2. Carefully remove the fixture from the carton, and check that all parts are included, as shown in figure.
3. Select suitable location that can support the weight of the fixture.
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