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Sunlite LED Decorative Vanity Light
Fixture, 40 Watts, 2600 Lumens, Color
Selectable 30K/40K/50K, 4 Lights,
Dimmable, 90 CRI, ETL Listed, Brushed
Nickel, For Bathroom, Powder Rooms,
and Hotels

DESCRIPTION:
Sunlite’s Vanity fixture adds a touch of elegance to any
contemporary interior. Made of durable aluminum and steel
with a brushed nickel finish, it features a white polycarbonate
lens that provides optimal light distribution and a soft ambient
glow. You can select from three different color temperatures,
3000K Warm White, 4000K Cool White, or 5000K Daylight,
depending on your preference using a switch on the fixture.
The dimmable fixture uses only 40 watts of electricity and
provides an output of 2600 lumens of light. With a lifespan of
up to 50,000 hours, it is designed for years of reliable and
maintenance-free service with no bulbs to replace. The lighting
output can be changed when connected to a Forward Phase
(TRIAC or Incandescent) dimmer, allowing you to adjust the
brightness from 10% to 100%. This sconce is easy to install on
any junction box and is ideal for hotels, bathrooms, powder
rooms, and more. ETL Listed for Damp Location installation,
you can rest assured that it's a safe and high-quality choice.
Fixture Dimensions 4.375” H x 31.1” W x 2.75” D.

FEATURES:
§ MODERN DESIGN – This fixture showcases a brushed

nickel finish that seamlessly complements any modern
interior design thanks to its aluminum and steel material.
The white polycarbonate lens is designed to provide
optimal light distribution and soften illumination for a
flattering and ambient glow.

§ COLOR SELECTABLE - This dimmable fixture uses only
40 watts of electricity and provides an output of 2600
lumens of light. These fixtures allow you to choose the
color temperature at the time of installation. Select, 3000K
Warm White, 4000K Cool White or 5000K Daylight
depending on your preference using a switch on the fixture.

§ MAINTENANCE FREE - With a life span of up to 50,000
hours, this fixture is designed for years of reliable and
maintenance-free service with no bulbs to replace. High
rendering CRI at 90.

§ DIMMABLE - The lighting output can be changed when
connected to a Forward Phase (TRIAC or Incandescent)
dimmer, allowing you to adjust the brightness to suit your
needs. (10%-100%).

§ SAFETY AND QUALITY - This sconce is easy to install on
any junction box. Mounting hardware, screws, wire nuts
and installation instructions are included. Ideal for hotels,
bathrooms, powder rooms and more. ETL Listed for Damp
Location installation. Fixture Dimensions 4.375” H x 31.1”
W x 2.75” D.
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SPECIFICATIONS:

General Characteristics
Bulb Shape Integrated LED
Finish Brushed Nickel
Dimmable Yes
Dimming Type Forward Phase (Triac or

Incandescent)
Dimming Percentage 10-100%
Material Steel & Plastic
Lens Finish Frosted
Bulb Type Integrated

Electrical Characteristics
Watts 40
Volts 120

Light Characteristics
Lumens Brightness 2600
Color Rendering Index CRI 90
Emitted Color CCT Selectable
Color Temperature Kelvin 30K/40K/50K
Beam Angle 120°

Fixture Characteristics
Shape Rectangle
Number of Lights 4
Mounting Wall
Fixture Technology LED
Use Location Indoor

Product Dimensions
Size 31"
Item Dimension (in) (W) 3.4 (H) 5.3 (D) 32.1
Item Weight (lb) 4.71

Product Data
Case Unit Rate 4
Item UPC 653703821146
Warranty Years 3
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