
COMPATIBLE DIMMER LIST

Lutron: CTCL-153P, DVCL-153P, S-600P, SLV-600P, CN-600P, DVWCL-153P, CTCL-153PR ,DVCL-153PR

Levition: 6672 /6674

Speci�cation Power Voltage Outer Diameter 

2''  Square Downlight 8W

12W

3-1/5 80*80mm)"*3-1/5"(

4-4/5"*4-4/5"(122*122mm)

2-1/5" (57mm)

2-1/2" (64mm)

Application Thicknes Cutout Size 

60W Halogen

90W Halogen

Equivalent to 

2-3/5" (65mm)

4-1/4" (108mm)

IC Rated

IC Rated

120V AC / Dimmable 

120V AC / Dimmable 4''  Square Downlight

Deep anti-glare downlight
/Lampes à encastrement profond

15W4''  Square Downlight 120V AC / Dimmable 4-4/5"*4-4/5"(122*122mm) 2-1/2" (64mm) 110W Halogen4-1/4" (108mm) IC Rated

LED RECESSED SLIM DOWNLIGHT | 85554-SU, 85555-SU, 85558-SU, 85559-SU

Please read and understand this entire manual before attempting to assemble, operate or install the product.
WARNINGS & CAUTIONS: Risk of �re or electric shock. Turn power o� before inspection, installation, or removal. Use only on 120 volt circuits. Before 
installation, thoroughly review enclosed installation manual. This product must be installed in accordance with the applicable installation code by a person 
familiar with the construction and operation of the product and the hazards involved. If you do not have su�cient electrical wiring experience, please consult 
a quali�ed electrician. All work should be done by a quali�ed electrician. Do not make or alter any open holes in an enclosure of wiring or electrical 
components during installation. To prevent wiring damage or abrasion, do not expose wiring to edges of sheet metal or other sharp objects. Do not install this 
�xture where there is risk of rain or moisture exposure. Install this kit only in the luminaires that have the construction features and dimensions shown in the 
instructions. Not for emergency lighting. Type IC - Inherently Protected. Operating temperature -20°C − 40°C (-4°F − 104°F). Suitable for damp locations.
Retain these instructions for future reference. 
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