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Sunlite 87798 6" Round Flush Light
Hardwire/Retrofit Fixture, 10 Watts, 620
Lmns, CCT Switch 27K/30K/35K/40K/50K,
Dimmable, 90 CRI, ETL Listed, Energy
Star, Medium E26 Base, Title-24
Compliant, 1 Pack

DESCRIPTION:
Introducing Sunlite’s LED Disc Ceiling Lights, a sleek and
modern lighting fixture with a chic white matte finish and steel
body that complements any environment. With 620 lumens of
bright light output, these dimmable lights allow you to select
your preferred color temperature at installation from 2700K to
5000K. They have a high color rendering of 90 CRI and are
Energy Star Certified, making them a cost-effective solution
with an estimated annual energy cost of $1.20. The built-in
long-life LED technology provides 50,000 hours of
maintenance-free service, and the fixture is ETL Listed for wet
location installation, making it perfect for entryways,
bedrooms, kitchens, hallways, bathrooms, and more. With
mounting hardware and installation instructions included, it's
easy to install and can be dimmed from 10-100% when
installed with a Forward Phase (Triac or Incandescent)
Dimmer. The fixture dimensions are 1.29” H x 5.47” D, making
it a low profile and stylish lighting solution for any room in your
home or office.

FEATURES:
§ ELEGANT DESIGN – These LED disc ceiling lights are

sleek, low profile, have stunning lines, and produce a lot of
light. It boasts a modern style that compliments any
environment and a chic white matte finish. With its steel
body, it will surely last for years.

§ COLOR SELECTABLE - These dimmable fixtures put out a
bright 620 lumen and allowing you to choose the color
temperature at the time of installation. Select 2700K,
3000K, 3500K, 4000K or even 5000K depending on your
preference using a switch located within the fixture.

§ DIMMABLE & HARDWIRE/RETROFIT – The fixture can be
dimmed (10-100%) when installed with a Forward Phase
(Triac or Incandescent) Dimmer. High color rendering at 90
CRI. The fixture can be installed as a retrofit in a 4" can
with the supplied medium base adapter or hardwired and
mounted to the ceiling junction box.

§ ENERGY EFFICIENT - Installing these Energy Star
Certified fixtures may qualify you for state or local energy
rebates. Estimated annual energy costs of $1.20 (Based on
3 Hrs/Day at $0.11/kWh). Built-in long-life LED technology
means 50,000 hours of maintenance-free service. No
ladders to climb or difficult-to-reach bulbs to replace.

§ ETL LISTED - ETL Listed for wet location installation. Ideal
for Entryways, Bedrooms, Kitchens, Hallways, Bathrooms,
and more. Mounting hardware and installation instructions
included. Fixture Dimension: 1.29” H x 5.47” D.
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SPECIFICATIONS:

General Characteristics
Finish White
Base Medium Screw (E26)
Dimmable Yes
Dimming Type Forward Phase (Triac or

Incandescent)
Lens Finish Frosted
Application Residential

Electrical Characteristics
Watts 10
Volts 120
Equivalent Wattage 60
Temperature -4°F~104°F

Light Characteristics
Lumens Brightness 620
Color Rendering Index CRI 90
Emitted Color CCT Selectable
Color Temperature Kelvin 27K/30K/35K/40K/50K
Beam Angle 120°

Fixture Characteristics
Style Disc
Shape Round
Mounting Surface
Fixture Technology LED
Use Location Indoor / Outdoor

Additional Features
Safety Rating Mark ETL Listed - Wet Location
Safety Rated For Canada Yes
Safety Rated For USA Yes
Mercury Free Yes

Product Dimensions
Size 6"

Product Data
Case Unit Rate 24
Pack Size 1
Item UPC 653703877983
Warranty Years 3
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