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Sunlite 6.5-in 25w CCT Tunable AC Light
Engine Circular Module Retrofit Kit

DESCRIPTION:
Sunlite LED light engines allow you to convert your existing
light fixtures into state of the art LED fixtures. Take advantage
of their high lumen output and energy saving LEDs while
producing an even light spread. The Sunlite LED light engines
are suitable for most fixtures and are available in a wide range
of sizes and color temperatures. Features: - Fixture Life
Hours: 50,000 hrs, Material: Steel & Aluminum - Lens Finish:
Clear - Life (based on 3hr/day): 45.7 - Safety Rating: ETL -
Damp Location, Dimmable - Watts: 25, Volts: 120 -
Brightness: 2500 Lumens, Color Accuracy (CRI): 80 - Light
Appearance: CCT Tunable - Color Temperature:
27K/3K0/4K0/5K0/65K - Mounting: Other, Use Location:
Indoor - Size: 6.5-in, Diameter (in): 6.5

FEATURES:
§ Fixture Life Hours: 50,000 hrs, Material: Steel & Aluminum
§ Lens Finish: Clear
§ Life (based on 3hr/day): 45.7
§ Watts: 25, Volts: 120
§ Brightness: 2500 Lumens, Color Accuracy (CRI): 80
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SPECIFICATIONS:

General Characteristics
Average Rated Hours 50000
Finish White
Average Life Span Years 46
Dimmable Yes
Dimming Percentage 10-100%
Material Aluminum & Steel
Lens Material Acrylic
Lens Finish Clear

Electrical Characteristics
Watts 25
Volts 120
LED Chip Manufacturer 2835
Power Factor 0.98
Temperature -40°F - 113°F

Light Characteristics
Lumens Brightness 2500
Color Rendering Index CRI 80
Emitted Color CCT Selectable
Color Temperature Kelvin 27K/30K/40K/50K/65K

Fixture Characteristics
Mounting Other
Fixture Technology LED
Use Location Indoor

Additional Features
Safety Rating Mark ETL - Damp Location

Product Dimensions
Size 6.5"

Product Data
Case Unit Rate 20
Item UPC 653703882826
Warranty Years 5
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